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APPLICATIONS

 
 

PREVENTING CORROSION 

Concrete failure caused by :
• 
• Repeated freezing and thawing cycles cause damage

• Damage from concrete scaling.
• Numerous aggressive substances, such as chlorides, sulfates and acids, 

Self-healing
As part of the CRYSTARM technology, concrete has the ability to self-heal microcracks up to 

CRYSTARM products mixed  into the concrete and chemically reacts with cement that provides 

prevent any further water ingress.

Before
Corrosion
Expansion

 Prevent Water

 Rainforce steel
protected

CRYSTARM technology 

CRYSTALLINE CONCRETE WATERPROOFI NG
WITH INNOVATIVE 2-IN-1
TECHNOLOGY

ADVANTAGES OF
CRYSTARM
TECHNOLOGY

INTEGRAL WATERPROOFING 

healing the concrete if cracks appear again. 

PERMANENT SOLUTION
Unlike membrane and barrier systems, the concrete treated with a 

DURABLE AND SUSTAINABLE 

The ability to autogenously seal capillary pores and micro-cracks 
deeply in concrete up to 500 microns in width.

ENHANCED CONCRETE PROPERTIES

by sealing the capillary pores and micro cracks in the concrete 
structures.

ENVIRONMENTALLY FRIENDLY 
CRYSTARM technology helps to protect the environment during 
the manufacture, and use of the product.

REDUCE CONSTRUCTION TIME SCHEDULES

LOW MAINTENANCE

VARIED APPLICATIONS
CRYSTARM crystalline products can be applied to either new or 

as a dry shake to horizontal surfaces, or as an admixture at the 

NO PROTECTION REQUIRED

and will not delaminate, decompose or wear out.

SAFE 

COST SAVINGS

Such as wastewater treatment plants, basements, 

tunnels, bridges, dams and highway infrastructure, 
swimming pools, and marine structures have shown 

System.

CRYSTARM crystalline materials can be used to 

organic compounds (VOCs). They meet the latest 
environmental and ecological requirements.

THE HIGHEST PROTECTION FOR
HIGHEST SAFETY



 

INTEGRAL WATERPROOFING ADMIXTURE BY
CRYSTALLIZATION TECHNOLOGY.
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CRYST ADMIXTURE®
CRYST ADMIXTURE® is a concentrate crystalline waterproofing admixture for concrete specifically 
formulated to protect concrete in-depth and reinforcing steel against corrosion. When CRYST 
ADMIXTURE® is mixed with the concrete at the �me of batching reacts with cement that provides 
permanent waterproofing concrete by forming nanocrystals that seal the capillary pores and cracks 
in the concrete structures. These nanocrystals are ac�ve for the life of the concrete to prevent any 
further water ingress. CRYST ADMIXTURE® is designed to provide durability to concrete by protec�ng 
it against corrosion of reinforcing steel and aggressive chemicals. With CRYST ADMIXTURE® the 
concrete is permanently waterproofed for posi�ve and nega�ve water pressures, even under high 
hydrosta�c pressure.

FEATURE AND BENEFITS
• No VOCs.
• Environmentally friendly.
• Improves durability of concrete.
• Improves workability and strength.
• Reduces construc�on scheduling �me.
• Protects against concrete carbona�on.
• Suitable with other concrete admixtures. 
• Non-toxic – ideal for potable water tanks.
• Protec�on of the reinforced steel from corrosion.
• Significant decrease in water absorp�on by capillaries.
• Does not tear, puncture or delaminate as membranes can.

• Replaces the use of unreliable exterior membranes, liners and 
   coa�ngs. 
• Protects against water, chloride, sulfate ingress, and chemical a�ack. 
• Added to the mix during the batching process, so it's not affected 
   by weather condi�ons.
• Ac�ve crystalliza�on to seal cracks up to 0.5mm wide, even if they    
   appear a�er the se�ng of concrete.
• Effec�ve against extreme hydrosta�c pressure from either the  
   posi�ve or nega�ve surface of the concrete.
• Permanently waterproof and ac�ve throughout the life (longevity) 
   of the structure, thus it prevents water from penetra�ng the building.
 

APPLICATION
Uses for all types of waterproofing and concrete corrosion 
protec�on in : 
• Marine structures.
• Water containment: water tanks.
• Precast, and shotcrete applica�ons.

• Bridges, dams, and highway infrastructure.
• Swimming pools, decks, bathrooms, and garages.
• Tunnels, subway systems and below-grade concrete pipelines.
• Below grade: parking structures, basements, elevator pits, and 
   founda�ons of towers.
• Waste treatment Facili�es: reservoirs, water treatment tanks, 
   sewage, and manholes.
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CRYST DRY SHAKE®

6

FEATURE AND BENEFITS
• No VOCs.
• Environmentally friendly.
• Allows concrete to breathe.
• Improves durability of concrete. 
• Can be used in food processing plants.
• Protects against concrete carbona�on.
• Reduces construc�on scheduling �me. 
• Non-toxic – ideal for potable water tanks.
• Effec�ve against extreme hydrosta�c pressure. 
• Becomes an integral permanent waterproofing.
• Ac�ve crystalliza�on to seal cracks up to 0.5mm wide.
• Protects against water, chloride, sulfate ingress, and 
   chemical a�ack.

APPLICATION
Uses for all types of waterproofing and concrete 
corrosion protec�on in : 
• Power sta�ons.
• Founda�on Slabs. 
• Parking Structures.
• Warehouse Floors.
• Below-grade Structures. 
• Traffic Bearing Surfaces.

CRYST DRY-SHAKE® is available in 20 kg pails.

CRYST DRY-SHAKE® is a crystalline 
waterproofing dry-shake, specifically 
designed for treatments on horizontal 
concrete surfaces of freshly laid 
concrete such as parking decks and 
floor slabs that require increased 
impact and abrasion resistance. 
CRYST DRY-SHAKE® becomes an 
integral part of concrete through

a crystalliza�on process, which waterproofs and 
protects concrete in-depth, addressing the problems 
that are typically connected with coa�ngs such as 
scaling, dus�ng, flaking, and delamina�on. When 
CRYST DRY-SHAKE® is applied to the concrete surface 
the ac�ve materials react with water and the cement 
to form nanocrystals. These crystals fill the pores and 
cracks in the concrete to block any ingress of water 
(even under pressure).

FEATURE AND BENEFITS
• Environmentally friendly.
• Allows concrete to breathe.
• Does not require a dry surface.
• Applied to old or new concrete.
• Improves durability of concrete. 
• No membrane to tear or puncture.
• Protects against concrete carbona�on.
• Non-toxic – ideal for potable water tanks.
• Increases concrete’s compressive strength.
• Protects reinforcing steel against corrosion.
• Becomes an integral permanent waterproofing.
• Ac�ve crystalliza�on to seal cracks up to 0.5mm wide.
• Protects against water, chloride, sulfate ingress, and chemical. 
• Penetrates deeply and seals concrete’s capillary tracts and cracks.
• Effec�ve against extreme hydrosta�c pressure from either    

APPLICATION
Uses for all types of waterproofing and concrete corrosion protec�on in : 
• Swimming pools, decks, bathrooms, garages, and exteriors.
• Marine structures, bridges, dams, and highway infrastructure.
• Tunnels, subway systems, and below-grade concrete pipelines.
• Water containment: water tanks, Water towers, and storage tanks. 
• Below grade: basements, elevator pits, parking structures, and 

• Waste Treatment Facili�es: reservoirs, water treatment tanks, 

CRYST SLURRY® is available in 20 kg bags or pails.

CRYST SLURRY® is a concrete surface applied 
that becomes an integral part of concrete 
through a crystalliza�on process, which 
waterproofs and protects concrete in-depth. 
CRYST SLURRY® designed to penetrate 
deeply into the substrate and claws by 
ac�ve crystalliza�on into the pores of the 
substrate to achieve high protec�on to the 
concrete against seawater, wastewater, 

CRYST SLURRY®

 and many other aggressive chemicals. CRYST SLURRY® retains 
the crystalizing reac�on over the whole working �me. 

founda�ons towers.

sewage, and manholes.

posi�ve or nega�ve surface of the concrete. 


